http://www.sr.se/cgi-bin/International/nyhetssidor/artikel.asp?nyheter=1&ProgramID=2054&Artikel=628005 
DRM (Digital Radio Mondiale) is the new digital mode for long, medium and short wave transmissions, which will replace AM for international broadcasting. DRM signals have more range and better quality than similar-powered AM signals.

DRM programs can only be listened to with DRM receivers.

http://computersweden.idg.se/tjanster/sprakwebb/ord.asp?ord=DRM 
drm - (1) Digital Radio Mondiale - system för digital am-radio. Sändningar med drm-teknik pågår sedan 2003 i ett antal länder. Även Sveriges Radios utlandssändningar sänder på drm. Existerande am-sändare kan byggas om för drm-sändning, men lyssnarna måste skaffa särskilda radiomottagare. - Jämför med dab och hd. (2) digital rights management.

http://www.drm.org/system/technicalaspect.php 

DRM: Technical Aspects of The On-Air System

DRM is the world's only, non-proprietary digital radio system for short-wave, AM/medium-wave and long-wave. It has been endorsed by the ITU, IEC and ETSI.  While DRM currently covers the broadcasting bands below 30 MHz, the DRM consortium voted in March 2005 to begin the process of extending the system to the broadcasting bands up to 120 MHz. The design, development and testing phases are expected to be completed by 2007-2009.

DRM is the only universal, non-proprietary digital AM radio system with near-FM quality sound available to markets worldwide. 

The quality of DRM audio is excellent, and the improvement upon analogue AM is immediately noticeable. DRM can be used for a range of audio content, including multi-lingual speech and music. 

Besides providing near-FM quality audio, the DRM system has the capacity to integrate data and text. This additional content can be displayed on DRM receivers to enhance the listening experience. 

Unlike digital systems that require a new frequency allocation, DRM uses existing AM broadcast frequency bands. The DRM signal is designed to fit in with the existing AM broadcast band plan, based on signals of 9 kHz or10kHz bandwidth. It has modes requiring as little as 4.5kHz or 5kHz bandwidth, plus modes that can take advantage of wider bandwidths, such as 18 or 20kHz. 

Simulcast testing is underway. 

Many existing AM transmitters can be easily modified to carry DRM signals.

DRM applications will include fixed and portable radios, car receivers, software receivers and PDAs. Several early prototype DRM receivers have been produced, including a software receiver. The DRM system uses a type of transmission called COFDM (Coded Orthogonal Frequency Division Multiplex). This means that all the data, produced from the digitally encoded audio and associated data signals, is shared out for transmission across a large number of closely spaced carriers. All of these carriers are contained within the allotted transmission channel. The DRM system is designed so that the number of carriers can be varied, depending on factors such as the allotted channel bandwidth and degree of robustness required. 

The DRM system can use three different types of audio coding, depending on broadcasters’ preferences. MPEG4 AAC audio coding, augmented by SBR bandwidth extension, is used as a general-purpose audio coder and provides the highest quality. MPEG4 CELP speech coding is used for high quality speech coding where there is no musical content. HVXC speech coding can be used to provide a very low bit-rate speech coder. 

The robustness of the DRM signal can be chosen to match different propagation conditions. 

Why is Digital Radio needed below 30 MHz ?

There is a global trend towards the adoption of digital technology in radio and communications, especially for distribution and transmission. Digitalisation offers many substantial advantages to national / international broadcasters and infocasters.

We are seeing the introduction of high quality delivery system in homes. FM sound broadcasting is gradually moving to a DAB standard.

But coverage on FM 88-108 MHz (VHF) is limited. For many national and international broadcasters, the advantages of a complementary digital broadcast system BELOW 30 MHz are becoming clear. However, the limited fidelity of existing AM services is causinglisteners to search for other alternatives.

Implementation of digital radio in today's AM bands (i.e. long, medium and shortwave) will enable operators to provide services which will be successful with both existing and future high-quality services operating on other parts of the dial.

Digital broadcasting on short-, medium-, or longwave (AM) has many advantages when compared to the conventional analogue system we use now.

It will provide: 
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 HYPERLINK "http://www.drm.org/system/listeners.php" For the Listener
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 HYPERLINK "http://www.drm.org/system/manufacturer.php" For the Manufacturer
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 HYPERLINK "http://www.drm.org/system/broadcaster.php" For the Broadcaster
http://www.ev.se/index.1284.html 
DRM - ger välljud på kortvåg
I den tryckta tidningen finns den kompletta texten. 

Du har just tankat bilen och skall betala i kassan. Då slår det dig! Det är något som inte stämmer! I stället för lokalradions dansbandsmusik möts du av akustiska gitarrer och kastanjetter. Hallåkvinnan talar spanska. Mackpersonalen har en DRM-mottagare för digital kortvåg inställd på Spanien. Ljudet är lika bra som på FM.

Så kan scenariot mycket väl komma att se ut från halvårsskiftet i år då en del radiostationer börjar utsändningar med ny digital teknik på lång-, mellan- och kortvåg Radiostationer, och tillverkare av teknik för radioutsändning och radiomottagning, jobbar sedan 1996 intensivt med att utveckla tekniken för digitala radiosändningar på frekvensbanden mellan 150 kHz och 30 MHz. Det är de frekvenser som vi känner som kortvåg, mellanvåg och långvåg. Den nya tekniken kallas DRM, Digital Radio Mondiale, och har fått status som global standard av International Telecommunications Union, ITU, och beräknas bli taget i bruk av några radiostationer vid halvårsskiftet i år. Med DRM erbjuds lyssnaren ett ljud nästan i klass med FM och möjlighet att ställa in radiomottagaren på frekvens, stationsnamn eller programtyp.

Kortvågslyssnarna i vårt land använder kortvågen som ett fönster mot omvärlden. Ljudkvaliteten är för dålig för att passa ungdomar som vill ha ljud i klass med CD, minidisk eller åtminstone mp3 från Internet. En stark drivkraft till utvecklingen av DRM är radiobolagens farhågor för att ljudkvaliteten hos traditionell, analog AM-teknik driver lyssnarna i armarna på andra, mer njutbara alternativ. 

Varje massmedialt bolag vill ha en ökande, eller åtminstone en konstant, publik med ett rimligt nytillskott i takt med det naturliga bortfallet. Det begränsade frekvensomfånget hos dagens AM-utsändningar, särskilt på kortvåg, kan närmast jämföras med ljudkvaliteten på telefon. I ogynnsamma fall förvärrat av fading, knaster från åskväder eller det värsta av allt cymbalslag från intilliggande sändare. Den nya tekniken öppnar möjligheten att sända på musik med högre kvalitet även på dessa frekvenser.
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